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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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AMENDMENT NO. 1 AUGUST 2003 

TO 

IS 14647 : 1999 TOBACCO AND TOBACCO 

PRODUCTS — QVIV/AM — SPECIFICATION 

( Page I , clause 4.2 ) — Insert the following clause after 42: 

43 BIS Certification Marking 

The product may also be marked with Standard Mark. 

4.3.1 The use of Standard Mark is governed by the provisions of Bureau of 
Indian Standards Act, 1986 and the Rules and Regulations framed thereunder. 
The details of the conditions under which the licence for use of the Standard 
Mark may be granted to manufacturers or producers may be obtained from the 
Bureau of Indian Standards.* 



( FAD 4 ) 



Reprography Unit, BIS. New Delhi, India 



Tobacco and Tobacco Products Sectional Committee, FAD 4 



FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Tobacco and 
Tobacco Products Sectional Committee had been approved by the Food and Agriculture Division Council. 

Quiwam is a product in paste form similar to chewing tobacco, containing tobacco extract, spices and other food 
grade additives. The objective of this standard is to enable the Indian consumer to get a product of assured 
quality and help in promoting export of this product. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, 
observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS 2 : 1 960 
'Rules for rounding off numerical values ( revised )\ The number of significant places retained in the rounded 
off value should be the same as that of the specified value in this standard. 
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Indian Standard 

TOBACCO AND TOBACCO PRODUCTS — 
QUIWAM — SPECMCATION 



1 SCOPE 

This standard prescribes the requirements, methods of 
test and sampling of Quiwam, 

2 REFERENCES 

The following Indian Standards contain provisions 
which through reference in this text, constitute 
provision of this standard. At the time of publication, 
the editions indicated were valid. All standards are 
subject to revision, and parties to agreements based 
on this standard are encouraged to investigate the possi- 
bility of applying the most recent editions of the 
standards indicated below: 



Table 1 Requirements for Quiwam 

(Clause 3.4) 



IS No. 
3110: 1995 
4905 : 1968 
5643 : 1999 



8846 : 1989 



Title 
Silver leaf (second revision) 
Methods for random sampling 
Tobacco and tobacco products — 
Methods of test for tobacco (second 
revision) 

Tobacco and tobacco products — 
Methods for determination of reduc- 
ing sugars and sucrose (first revision) 



3 REQUIREMENTS 

3.1 Description 

The material shall be in the form of paste, made from 
tobacco extract, spices menthol and other additives as 
permitted under the Prevention of Food Adulteration 
Act, 1954 and the Rules framed thereunder. 

3.2 Silver Leaf 

Silver leaf when used shall conform to IS 31 10. 

3.3 Additives 

Any substances, if added, shall be of nature and purity 
which are suitable for use as food additives as permitted 
under the Prevention of Food Adulteration Rules, 
1955. 

3.4 The material shall also comply with the 
requirements given in Table 1. 

4 PACKING AND MARKING 
4.1 Packing 

The material shall be packed in glass or tinplate 



SI 
No. 


Characteristic Requirement 


Method of Test, 
Refto 


(1) 


(2) 


(3) 


(4) 


i) 


Loss on heating, percent 
by mass, Max 


30 


5 of IS 5643 


ii) 


Nicotine content (on dry 0.5 to 3.0 
basis), percent by mass, Max 


7 of IS 5643 


i») 


Total sugar content (on dry 
basis), percent by mass, 
Max 


5.0 


IS 8846 


iv) 


Total ash content (on 

dry basis), percent by mass, 

Max 


8.0 


9 of IS 5643 


v) 


Acid insoluble ash 
content (on dry basis), 
percent by mass, Max 


3.0 


10 of IS 5643 



containers suitably lacquered from inside with food 
grade lacquering material, with a tamper-proof seal. 
The containers may be then packed in bulk container 
as agreed to between the purchaser and the 
manufacturer. 

4.2 Marking 

The following particulars shall be legibly marked on 
each container: 

a) Name of the material; 

b) Name and address of the manufacturer; 

c) Date of packing; 

d) Batch or Code number; 

e) Net mass of the content; and 

f) Any other markings required under the Stand- 
ards of Weights and Measures (Packaged 
Commodities) Rules y 1977. 

5 SAMPLING 

Representative samples shall be drawn and conformity 
of the material in the lot to the requirements of this 
specification shall be determined in accordance with 
the procedure given in Annex A. 
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ANNEX A 

(Clause 5) 

SAMPLING OF QUIWAM 



A-l GENERALREQUIREMENTSOFSAMPLING 

A-1.1 In drawing, preparing, storing and handling 
samples, the following precautions and directions shall 
be observed. 

A-1.2 Precautions shall be taken to draw the samples 
so as to protect the sample, the material being sampled 
and the receptacles for samples from loss or gain of 
moisture and from adventitious contamination. 

A-1.3 The samples shall be placed in clean and dry 
receptacles. The receptacles shall be sealed air-tight 
after filling and marked with full details of sampling, 
date of packing, name and address of the manufacturer 
and other important particulars of the consignment, 

A- 1.4 Samples shall be stored in such a manner that 
the conditions of storage do not unduly affect the 
quality of the material. 

A- 1.5 Sampling shall be done by a person agreed to 
between the purchaser and the vendor and in the 
presence of the purchaser (or his representative) and 
the vendor (or his representative). 

A-2 SCALE OF SAMPLING 

A-2.1 Lot 

All the bulk containers of Quiwam manufactured under 
similiar conditions of production shall be grouped 
together to constitute a lot. 

A-2.1. 1 Number of Samples 

For ascertaining conformity of the materials in a lot to 
the requirements of this specification, tests shall be 
carried out on each lot separately. The number of 
containers to be selected from the lot shall depend upon 
the size of the lot and shall be in accordance with 
Table 2. 

Table 2 Scale of Sampling 

(Clause A-2.1. 1) 



Lot Size 

(N) 

(1) 

Up to 15 

16 and above 



Number of Container! 
to be Selected 

(n) 

(2) 

3 
4 



Each container in the sample shall be selected at 
random from the lot. For this purpose, reference may 
be made to IS 4905. 



A-3 PREPARATION OF TEST SAMPLES AND 
REFEREE SAMPLE 

A-3.1 Composite Sample 

From each of the container selected, a small but equal 
quantity of the material (approximately 300 g) shall 
be taken out and mixed thoroughly to form a composite 
test sample. The composite test sample thus formed 
shall be divided into three parts and transferred 
immediately to clean and dry receptacles and sealed 
air-tight. One of these receptacles shall be marked for 
the purchaser, another for the supplier and the third as 
a referee sample. 

A-3.2 Individual Sample 

The remaining portion of the material from each 
container shall be divided into three parts and each 
such part shall be transferred to separate clean and dry 
receptacles which are then sealed air-tight with stoppers 
and labelled with full identification particulars of the 
sample as given in A-1.3. The material in each such 
receptacle shall constitute an individual test sample. 
These individual test samples shall be grouped into 
three sets in such a way that every set has a test sample 
representing ^each container selected. One of these 
three sets shall be marked for the purchaser, another 
for the supplier and the third as a referee sample. 

A-3.3 Referee Sample 

Referee sample shall consist of the composite test 
sample and a set of inividual test samples marked for 
this purpose and shall bear the seals of the purchaser 
and the supplier and shall be used in the case of a 
dispute between the two. 

A-4 NUMBER OF TESTS 

A-4.1 Tests for determination of loss on heating 
[SI No. (i) of Table 1] and nicotine content [SI No. (ii) 
of Table 1] shall be conducted on each of the individual 
samples. 

A-4.2 Tests for determination of the remaining 
characteristics shall be conducted on the composite 
sample. 

A-5 CRITERIA FOR CONFORMITY 

A-5.1 Individual Sample 

A-5.1.1 From test results for each characteristic tested 
on individual samples, the Average (X) and Range (R) 
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(if sample size is less than 10) or Average Range (/?) 
(if sample is greater than or equal to 10), shall then be 
calculated from test results. 



Average (X) = 



Range (R) = 



Sum of all test results 
Number of the test results 

Difference betwen maximum and 
minimum test results. 



NOTE — For sample size 10 or more, range is calculated for 
five test results taken in order in which they are* obtained and 
then average Range (R) is computed. 

A-5.1.2 The lot shall be considered as complying with 
the requirements of these characteristics, if the criteria 
given in Table 3 are met. 

A-5.2 Composite Sample 

A-5.2.1 In respect of each characteristic tested on the 
composite sample, the lot shall be declared as 



Table 3 Criteria for Conformity 


(Clause A-5.1.2) 




SI Charactersitc Test Average 


Range 


Criterion for 


No. Result 




Conformity 


(1) (2) (3) (4) 


(5) 


(6) 


i) Loss on heating, — X x 


*, 


X,+O.6^,<30 


percent by mass 






ii) Nicotine content, — X 2 


*2 


X, + 0.6 R 2 


percent by mass 




shall lie between 
0.5 and 3.0 



conforming to the requirements of the specification if 
the test results on the composite sample satisfy the 
corresponding requirements. 

A-5.3 The lot shall be declared as conforming to the 
requirements of the specification if A-5.1 to A-5.2.1 
are satisfied. 
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